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Mercury Digital Dashboard 

CPU 
• Model – Intel Celeron® N3350 
• Processor Speed – 1.10 GHz (2.40 GHz Burst Frequency) 
• Generation – Apollo Lake 
• Processor Cores – 2 
• Graphics/GPU – Intel® HD Graphics 500 

Memory 
• Capacity – 4GB 
• Type – LPDDR4 
• Speed – 2133 MHz 

Front I/O 
• USB – (2) Type-A USB 3.0 
• Audio – 3.5mm (Disabled) 
• Video – (2) mini-DisplayPort™ 
• LAN – (2) 8p8c Realtek RTL811G (Gb) 

Rear I/O 
• COM – (1) RS232 
• Storage – (1) MicroSD Card Slot 
• USB – (1) Type-A USB 2.0 
• Power – (1) DC Input Jack (12 V) 

Physical Characteristics 
• Height – 115mm 
• Width – 34mm 
• Depth – 82mm 

Electrical 
• Input Voltage – 12 V 

Environmental 
• Operating Temperature – 0° to 113°F (0° to 40°C) 
• Cast Aluminum Steel 

Mounting Options 
• DIN, VESA, Wall, Adhesive 

Regulatory Information 
• WEE, RoHS 2, CE, FCC 47 CFR Part 15, IP50 
• EN (55024, 55032, 60950-1, 62368-1) 
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